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VENUE ADDRESS
858 Yates St.
Victoria, BC

V8W 1L8
www.thecapitalballroom.com

VENUE CONTACTS

Addy Druery
General Manager
Capital Ballroom

addy.druery@themrggroup.com
venue. 250-920-9950

Micaelan Cheyne
Ticketing Manager

The MRG Group
micaelan@themrggroup.com

m. 778-251-6358

CAPACITY
GENERAL ADMISSION

Capacity: 600
Sellable: 600 less holds

WIFI
Available. Please ask for details.

DRESSING ROOMS
1 full-band sized greenroom off stage right.

No showers or laundry.

http://www.thecapitalballroom.com


LOADING IN/OUT
Load in is through the loading doors on the right side of the front of the venue at 828 Yates St.

All equipment must be carried up stairs as the Capital Ballroom is on the second floor.
No elevator.

BUS PARKING
The Capital Ballroom’s bus parking is directly in front of the venue on the north side of Yates st.
We can accommodate 1 bus + trailer in this location. Shore power is mandatory (no generators

allowed) and included in your parking fee.
Busses may not arrive before 3pm, and must be clear by 9am the next morning.

Any parking in this location needs to be advanced at least 2 weeks in advance so that we can
reserve the necessary parking spots with the City of Victoria.



HOUSE AUDIO
MAIN SPEAKER SYSTEM:

6 x L-Acoustic Kudo 3-way loudspeakers
4 x L-Acoustics SB218 subwoofers

MONITOR SYSTEM:
3 Turbosound TFM-330 Wedges
3 Turbosound TFM-450 Wedges

5 Mixes total

CONTROL:
1 x SC 48 Venue console @ FOH

1 x Midas M-32 Console @ SR Monitor World

MICROPHONES:
1 x Shure Beta 52
4 x Shure Beta 58

3 x Shure Beta 57A
4 x Shure SM57

4 x Sennheiser e604
2 x Sennheiser e614
1 x Sennheiser e602

3 x EV N/D 408B
3 x AKG C 535 EB

4 x BSS-133 Active DI
4 x Radial Pro DI

HOUSE LIGHTING
6 x 2ferred pairs of pars (US truss)

3 x S4 Pars (front wash)
2 x Atomic 3000 Strobes

Chamsys Magic-Q w/ Mini Wing
Leprecon 612 for pars

Christie LX1200 LCD XGA Projector (no screen in house)
Hazer



STAGE INFORMATION
PRESENTATION AREA:

Maple, black painted, stairs at down stage right and stage left, no stage elevators.
Monitor world off stage right.

No proscenium or curtain downstage. All stage areas are open to audience viewing.

STAGE DIMENSIONS
20' wide x 14' 10” deep, 11' 10” to ceiling at stage
6.1m wide x 4.5m deep, 3.6m to ceiling at stage

RIGGING POINTS:
SL & SR PA are on 1 Ton chain falls.

STAGE POWER:
100A 3-phase cam switch located upstage left.

6 x 20A quad boxes for stage power.


